
7
8

101

120

4
3

1
0

2
5

17

40

Schlüter-KERDI-LINE-G3

S.L.M

19/12/2019

1:1@A3

Schlüter-Systems Ltd

Units 4-5 Bardon 22

Beveridge Lane

Coalville

Leicestershire

LE67 1TE

Tel: 01530 813396

Fax: 01530 813376

Email: sales@schluter.co.uk

         technical@schluter.co.uk

Web: www.schluter.co.uk

These designs are protected by copyright ©

Schlüter-Systems Ltd. You may not

reproduce the designs or any part of them,

nor do any other acts restricted by copyright

in a work, without our prior written

permission. These designs may only be

used in accordance with the provisions of

our Terms and Conditions for the Supply of

Design Services.

· Do not scale this drawing. The

contractor should check all details on

site.

· All dimensions are in millimeters

unless otherwise stated.

· This drawing is to be read in

conjunction with the relevant Product

Datasheet.
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Notes

Schlüter

®

-KERDI-LINE-G3 is specifically

designed to simplify drainage from tiled

showers and wet rooms - whether a new

build or refurbishment project. Use in

conjunction with the Schlüter®-KERDI

system components and other Schlüter

products to provide a fully waterproofed

integrated system solution, as per ETAG 022

(watertight covering kits).

- Overall height = 78 mm.

- Horizontal outlet - 40 mm ID/43 mm

OD solvent weld, easily converted to

50 mm.

- Pre-applied Schlüter®-KERDI

waterproofing collar.

- 'Shutter' gate clamp secures O-ring,

creating a tight seal.

- Air tightness as per Building

Regulations.

- Intermediate/central or wall/perimeter

installation positions.

- Choice of 8 channel lengths, 500 mm

to 1200 mm in 100 mm increments.

- Central, offset or dual outlet options.
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